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TREAD OPTIONS

RECOMMENDED MAXIMUM LENGTHS FOR GRATING PATTERNS 

STEEL ALUMINIUM FRP 

LOAD BAR SIZE 25x5 32x5 40x5 25x5 32x5 40x5 25x6 38x6 

RECOMMENDED STANDARD TREAD WIDTHS 

FOR GRATING PATTERNS 

ST*** / 30 / 100 900 1300 1600 550 900 1275 - - ST*** / 30 / 100 125, 155, 185, 215, 245, 275, 305 

ST*** / 30 / 50 900 1300 1600 550 900 1275 - - ST*** / 30 / 50 125, 155, 185, 215, 245, 275, 305 

ST*** / 40 / 100 750 1200 1500 - - - - - ST*** / 40 / 100 125, 165, 205, 245, 285, 325 

ST*** / 40 / 50 750 1200 1500 - - - - - ST*** / 40 / 50 125, 165, 205, 245, 285, 325 

ST*** / 60 / 50 550 850 1350 - 450 700 - - ST*** / 60 / 50 125, 185, 245, 305 

FRP*** / 38 / 38 - - - - - - 614 880 FRP*** / 38 / 38 234, 272, 310 

PATTERN OPTIONS (see previous page for photos) 

ST *** / 30 / 100 *** 

ST *** / 30 / 50 *** 

ST *** / 40 / 100 *** 

ST *** / 40 / 50 *** 

ST *** / 60 / 50 *** 

FRP *** / 38 / 38 *** 

NOSING OPTIONS 

Plain (no nosing) 

Floor Plate Nosing (as shown in the photo on the left) 

Anti-Slip Nosing (as shown on the right)

FIXING OPTIONS 

Welded (with banded ends) 

Bolted (as shown in the photo on the

left) 

TOP SURFACE OPTIONS 

Plain 

Serrated (as shown in the photo on the 

left)

MATERIAL OPTIONS 

Mild Steel 

Stainless Steel

Aluminium

Fibre Reinforced Plastic (FRP) 

CALCULATION OF STAIR TREAD WIDTH 




